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Italcaddy®  para combustibles diesel (versón roja), disponible con:
•	 Bomba rotativa manual de aluminio con pistola manual y 3 metros de manguera (A)
•	 Bomba eléctrica 12 V o 24 V, con capacidad de 40 L/min y con 4 metros de cable eléctrico, pinzas para 

conexión a la batería, pistola manual y 3 m. de manguera (C)

Italcaddy®  para nafta/gasolina (versión verde), disponible con: 
•	 Bomba rotativa manual para nafta, de aluminio con pistola manual y 3 m de manguera. 
•	 Bomba manual a pistón, para nafta, homologada ATEX, 4 m de cable a tierra con pinza cocodrilo, pistola 

manual y 3 m de manguera antiestática (B)
•	 Bomba eléctrica 12 V, capacidad 45 L/min, certificada ATEX, 4 m de cable a tierra con pinza cocodrilo, 

pistola manual o automática con 3 m de manguera antiestática (D)

Italcaddy® for DIESEL fuel (Red version), available with:
•	 Manual rotary vane pump made in aluminum with manual nozzle and 3 m of hose. (A)
•	 DC battery pump 12 V or 24 V, flow rate 40 L/min, with 4 m electric cable, clamps for the battery connection and manual nozzle with 3 m of hose. (C)

Italcaddy® for GASOLINE (Green Version), available with:
•	 Manual rotary vane pump made in aluminum, suitable for Gasoline and complete with manual nozzle and 3 m of fuel hose.
•	 Manual piston pump, ATEX certified, complete with 4 m of grounding cable and clamp, manual nozzle and 3 m of antistatic hose. (B)
•	 DC electric pump 12 V, flow rate 45 L/min, ATEX certified complete with 4 m of grounding cable and clamp, manual or automatic nozzle and 3 m of 

antistatic hose. (D)

ITALCADDY_55

P/n_UEMC55.110F

Strainer_	 Strainer filter for fuel, stainless steel filtering ele-
ment, 60 µm, aluminum bowl and head. It can be installed 
only with Dc Pump with max flow rate 40 Lt/min.

Filtro_ Filtro con red de acero INOX de 60 µm, cuerpo y 
cabeza de aluminio. Compatible sólo con la bomba con 
capacidad máxima de 40 Lt/min.

P/n_UCTA24
Digital fuel meter for gasoline.
Caudalimetro digital para nafta.

ACCESSORIES / ACCESSORIOS

•	 Horizontal filling operation (1) 
•	 Top handle for easy gripping and lifting.
•	 Integrated recesses for securing with ratchet lashing straps.
•	 Suction/drain safety ball valve.
•	 Filling plug with integrated non-spill vent (2)
•	 Manual and electric pump support (3)
•	 Puncture proof wheels and foot support (4)
•	 Lower handle for manual lifting operations (5)
•	 Front nozzle holder (6)

•	 Llenado en posición orizontal (1)
•	 Manija superior para un fácil agarre y levantamiento. 
•	 Predisposición para ser fijado con correas. 
•	 Válvula de seguridad esférica. 
•	 Tapa de carga con dispositivo de ventilación antiderrame (2).
•	 Soporte para bomba (3)
•	 Rueda antipinchazo y pie de apoyo (4)
•	 Manija inferior de levantamiento (5)
•	 Soporte frontal porta pistola (6)

OUTFITTINGS

EQUIPOS

MAIN FEATURES

CARACTERÍSTICAS PRINCIPALES
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VOLUME AND DIMENSIONS:

•	 Volume: 55 L.
•	 Width: mm 460.
•	 Depth: mm 360.
•	 Height: mm 900.
•	 Empty weight - homologated gasoline       

version: 9 Kg.
•	 Empty weight- only for Diesel version: 8 Kg.

CAPACIDAD Y DIMENSIONES: 

•	 Volumen: 55 L.
•	 Ancho: mm 460.
•	 Profundidad: mm 360.
•	 Altura: mm 900.
•	 Peso en vacío versión homologada para 

nafta/gasolina: 9 Kg.
•	 Peso en vacío versión sólo gasoil/diesel: 8 Kg

ITALCADDY_110

VOLUME AND DIMENSIONS:

•	 Volume: 110 L.
•	 Width: mm 460.
•	 Depth: mm 440.
•	 Height: mm 1.100.
•	 Empty weight-version ADR homologated 

gasoline version: 9 Kg.
•	 Empty weight- only for Diesel version: 8 Kg.

CAPACIDAD Y DIMENSIONES: 

•	 Volumen: 110 L.
•	 Ancho: mm 460.
•	 Profundidad: mm 440.
•	 Altura: mm 1.100.
•	 Peso en vacío versión homologada ADR 

para nafta/gasolina: : 9 Kg.
•	 Peso en vacío versión sólo gasoil/diesel: 8 Kg

P/n_UCTM24
Digital fuel meter for Diesel fuel.
Caudalimetro digital para 
gasoil. 

Tanques de polietileno realizados mediante moldeo rotacional, ideales 
para el abastecimiento de pequeños vehículos operativos, medios lige-
ros o embarcaciones.
Caracterizados por un diseño exclusivo, con dimensiones compactas 
para un fácil transporte, están provistos de manijas ergonómicas para 
una óptimo manejo y levantamiento; están además dotados de ruedas 
antipinchazo adecuadas para los desplazamientos sobre cualquier tipo 
de superficie. La estructura, sin ángulos vivos y las nervaduras de refuer-
zo, para imedir deformaciones del tanque durante el uso y el transporte, 
le otorgan una gran robustez, característica que se agrega a las demás 
propiedades del producto que son su ligereza y fácil manejo. 

Tanks made in roto-molded linear polyethylene, ideal for the refueling of 
small and light operating vehicles or crafts.
Featuring a unique design with ergonomic grip for excellent handling 
and lifting, Italcaddy is equipped with puncture proof wheels designed 
to be driven on any surface.
In addition to lightness and handiness, the structure, devoid of sharp 
edges, and the reinforcement ribs confer great strength and resistance.



•	 Capacidad nominal: 220 litros
•	 Dimensiones: 910x600xH620 mm.
•	 Peso en vacío: 14 Kg. 
•	 Peso en vacío con grupo de transferencia: 24 Kg. 
•	 Espesor medio del tanque: 5 mm. 

•	 Tapa de carga de aluminio de 2” con válvula de seguridad integrada. 
•	 Filtro de aspiración. 
•	 Bomba a batería 12 V o 24 V con capacidad 40 L/min. 
•	 4 m de cable eléctrico y pinzas para la conexión con la batería. 
•	 4 m de manguera flexible para combustible. 
•	 Pistola automática.

Opcional: Caudalimetro digital UCTM24 o UCTA24

•	 Capacity: 220 liters.
•	 Dimensions (LxWxH): 910x600x620 mm.
•	 Empty weight (only tank): 14 Kg.
•	 Empty weight including fuel supply unit: 24 Kg.
•	 Wall thickness: 5 mm.

•	 Aluminum filling plug, size 2”, equipped with emergency vent valve.
•	 In-Line filter.
•	 DC fuel transfer pump (12 V or 24 V), flow rate 40 L/min.
•	 Battery power cable (4 m) with clamps.
•	 4 m of rubber hose suitable for fuel.
•	 Automatic fuel nozzle.

Optional: Digital turbine flow meter, model UCTM24 or UCTA24.

ITALCARRY_220_440

Tank made in linear polythylene designed for Diesel 
fuel transport; it is equipped with the following fittings: 
filling plug with built-in air vent device, in-line filter, 
fuel transfer unit, automatic lockable fuel nozzle, in-
tegrated forklift pockets (full tank  handles for lifting 
and carrying (empty tank) and integrated recesses for 
securing with ratchet lashing straps during transport. 
All the fittings are made of aluminum or materials com-
patible with Diesel fuel.

Tanque  de transporte realizado en polietileno lineal, 
completo con tapa de carga de aluminio, válvula de 
seguridad, filtro en linea, grupo de transferencia, pi-
stola automática bloqueable, entradas para el levan-
tamiento a tanque lleno con carro elevador, manijas 
para el levantamiento de tanque vacío y alojamiento 
para posicionamiento de correas de sujeción en la 
base de apoyo. Todos los agregados están hechos de 
aluminio o material compatible con el gasolio.

1.

2.
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P/n_UCT220F
P/n_UCT440F 

Strainer
Strainer filter for fuel, transparent bowl and 
stainless steel filtering element, 60 µm.

Filtro
Filtro con red de acero INOX de 60 µm, 
cuerpo transparente y cabeza de aluminio.

Digital fuel meter for gasoline.

Caudalimetro digital para nafta.

ACCESSORIES / ACCESSORIOS

•	 Predisposición para el fijado con correas (2)
•	 Grupo de transferencia de gasoil (3)
•	 Válvula de seguridad esférica. 
•	 Tapa de carga con dispositivo de ventilación 

antiderrame.

•	 Integrated forklift pockets (1) 
•	 Integrated recesses for securing with 

ratchet lashing straps (2)
•	 Diesel fuel transfer unit (3)
•	 Suction/drain safety ball valve.
•	 Filling plug with integrated non-spill vent

MAIN FEATURES

CARACTERÍSTICAS
PRINCIPALES

CONFIGURACIÓN ESTÁNDAR CARACTERÍSTICAS TECNICAS

STANDARD CONFIGURATIONTECHNICAL SPECIFICATIONS

CONFIGURACIÓN ESTÁNDAR CARACTERÍSTICAS TECNICAS

STANDARD CONFIGURATIONTECHNICAL SPECIFICATIONS

P/n_UCT220LID 

Covering Lid
Hinged covering lid, made in ABS, designed 
and manufactured to provide protection 
against bad weather conditions, UV rays and 
equipped with lockable draw latches. 

Tapa de ABS
Tapa de ABS proyectado y realizado para 
proteger de los agentes atmosféricos, de los 
rayos UV y dotado de ganchos de cierre blo-
queables. 

P/n_UCT220CB
P/n_UCT440CB 

Retention Basin
Retention basin for ground use,100% tank’s 
volume capacity, made in carbon steel.
Dimensions: (220/440)
105x75xh30 / 130x90xh40 cm  

Cuenca de contención
Cuenca de contención para uso en tierra, 
capacidad del 100% del volumen del tanque, 
producido de acero al carbono. Dimensiones: 
(220/440)  105x75xh30 / 130x90xh40 cm 

P/n_UCTM24

Digital fuel meter for Diesel fuel.

Caudalimetro digital para gasoil.

Gasoline version: (available only for ITALCARRY 220)

Tank made in a specific material able to confer safety 
warranty and chemical resistance to the aggression 
of all types of petrols. It is provided with a volumet-
ric pump, 12 V battery operated or with a manual 
piston pump, both ATEX certified and provided with 4 
meters of grounding wire and clamp. This tanks is also 
equipped with an automatic nozzle and 4 meters of 
rubber hose for gasoline. Digital fuel meter, ATEX certi-
fied is available on request. 

Versión nafta/ gasolina: 
(sólo está disponible para ITALCARRY 220)

Tanque producido con un material específico capaz 
de dar garantía de seguridad y resistencia a la agre-
sión por parte de la gasolina. Es provisto completo con 
bomba volumétrica a batería 12 V o sino con bomba 
manual a pistón, ambas en versión ATEX, 4 mt. de man-
guera y pistola automática para gasolina, 4 mt. de ca-
ble a tierra con pinza. Cuenta litros digital certificado 
ATEX disponibile a pedido. 

•	 Entradas para el levantami-
ento con carro elevador (1) P/n_UCTA24•	 Capacidad nominal: 440 litri.

•	 Dimensiones: 1200x800xH785 mm.
•	 Peso en vacío: 40 Kg. 
•	 Peso en vacío con grupo de transferencia: 

52 Kg. 
•	 Espesor medio del tanque: 6,5 mm. 

•	 Tapa de carga de aluminio de 2” con válvula de seguridad integrada. 
•	 Filtro de aspiración. 
•	 Bomba a batería 12 V o 24 V con capacidad 40 L/min. 
•	 4 m de cable eléctrico y pinzas para la conexión con la batería. 
•	 4 m de manguera flexible para combustible. 
•	 Pistola automática.
•	 Cobertura de PVC e indicador de nivel. 

Opcional: Caudalimetro digital UCTM24 o UCTA24

•	 Capacity: 440 liters.
•	 Dimensions (LxWxH): 1200x800x785 mm.
•	 Empty weight (only tank): 40 Kg.
•	 Empty weight including fuel supply unit:    

52 Kg.
•	 Wall thickness: 6,5 mm.

•	 Aluminum filling plug, size 2”, equipped with emergency vent valve.
•	 In-Line filter.
•	 DC fuel transfer pump (12 V or 24 V), flow rate 40 L/min.
•	 Battery power cable (4 m) with clamps.
•	 4 m of rubber hose suitable for fuel.
•	 Automatic fuel nozzle.
•	 Pvc covering and level indicator

Optional: Digital turbine flow meter, model UCTM24 or UCTA24.



HYPPOTANK

MAIN FEATURES

•	 Hippotank® is a rotationally molded tank made in linear 
polyethylene, a material that confers excellent resistance 
against shocks, temperature changes, chemical attacks and 
bad climate conditions.

•	 Its transparency also allows a constant sight monitoring of 
the fuel level.

•	 It can be easily washed with regular detergents thanks to its 
highly smooth surface.

•	 Side forklift pockets, reinforced by zinc-coated carbon steel 
profiles, allow lifting with forklift (full load) from the bottom.

•	 Top eyelets for lifting operations (when empty) from the top 
of the tank.

•	 Tank’s Volume: 960 L.
•	 Dimensions (WxLxH): 995x1.830x1.000 mm.
•	 220 mm diameter top hatch with screwed lid; it is com-

pleted with oil gasket, 2” loading plug with built-in air vent 
device and lockable security bar.

•	 12 V or 24 V DC battery pump, flow rate 40 L/min or 
60 L/min; the fuel transfer unit is fixed in a proper com-
partment inside the tank which is provided with a lockable 
door.

•	 Flexible fuel hose, 5 m long, complete with an automatic 
fuel nozzle.

•	 Digital turbine flow meter, model M24 or mechanical type, 
mod. M3 (ON DEMAND).

•	 Hippotank®  es producido 
con polietileno lineal, ma-
terial que garantiza una 
excelente resistencia a los 
golpes, a los cambios de 
temperatura, a los agentes 
químicos y atmosféricos. 

•	 La relativa transparencia 
permite además monitorear continuamente el nivel del com-
bustible visible. 

•	 Lavable fácilmente con detergentes normales gracias a las 
superficies perfectamente lisas. 

•	 Entradas laterales para el levantamiento por medio de carro 
elevador (con carga completa), reforzados con tubulares de 
acero al carbono galvanizados. 

•	 Cáncamos para el levantamiento en vacío desde arriba. 
•	 Capacidad del tanque: 960 L.
•	 Dimensiones (ancho, profundidad y altura): 

995x1.830x1.000 mm.
•	 Escotilla superior de 220 mm de diámetro con tapón a rosca 

provista de la junta, tapón de llenado de 2”, válvula de 
ventilación y barra de protección bloqueable. 

•	 El grupo de erogación está formado por una electrobomba 
a batería 12 V o sino 24 V con capacidad de 40 L/min.   
(opcional 60 L/min); el grupo está fijado a una carcasa espe-
cial en el interior del tanque y provisto de puerta bloqueable. 

•	 Manguera de erogación para combustible Diesel, largo de 
5 m, con pistola automática de 60 L/min.

•	 Caudalimetro digital a turbina, mod. M24 o mecánico mod. 
M3 (OPCIONAL). 

1. 2. 3.

1.  Battery pump, flow rate 40 L/min - Bomba a batería, capacidad 40 L/min. 

2.  Battery pump, flow rate 60 L/min - Bomba a batería, capacidad 60 L/min. 

3.  220 mm diameter top hatch with screw lid, gasket, loading plug with built-in air vent device and lockable security bar.
     Escotilla superior de 220 mm de diámetro con tapón a rosca provista junta, tapón de llenado de 2”, válvula de ventilación y barra de protección bloqueable. 

DIESEL KIT

•	 Self-priming volumetric rotary vane pump, with cast-iron casing.
•	 Fixed-brush motor with permanent-magnet stator.
•	 Terminal board for switches and circuit-breakers.
•	 Battery cable, 4 m length, complete with clamps for battery connection.
•	 Delivery fuel hose, 3 m length, size 3/4”, suitable for Diesel fuel.
•	 Aluminium manual nozzle.
•	 Suction fuel hose, 3 m length, size 3/4”, suitable for Diesel fuel.
•	 Bottom suction filter.
•	 Manual fuel nozzle.

CARACTERÍSTICAS DE FABRICACIÓN

•	 Power supply: 12 V DC or 24 V DC.
•	 Consumption: 22 Amp (12 V DC) - 11 Amp (24 V DC).
•	 Max flow rate: 38 L/min.
•	 Suction head: up to 1,5 meters.
•	 Working temperature: -20°C / +60°C.
•	 Duty cycle: 30 min. 

•	 Bomba rotativa de paletas, autocebante con cuerpo de hierro fundido.
•	 Motor de cepillo con estator de imánes permanentes.
•	 Bloque de terminales para el alojamiento del interruptor y el fusible para 

protección contra sobrecarga.
•	 Longitud del cable de 4 metros con pinza para la conexión a la batería.
•	 Manguera de goma para el combustible, longitud de 3 metros, diámetro 

de 3/4 “.
•	 Filtro de fondo para la manguera de aspiración.
•	 Manguera de aspiración de 3 metros de largo.
•	 Pistola de aluminio manual.

TECHNICAL FEATURES

PERFORMANCES

Portable unit for Diesel fuel transfer, fitted with battery pump, 12 V 
or 24 V, suction and delivery hoses, filter and fuel nozzle.
Thanks to its small size, reliability and ready-to-use configuration, 
it is especially useful when fuel must be transferred or dispensed 
safely having only battery power on hand. Tipical fields of ap-
plication are construction sites, agriculture, gardening, boating 
and yachting.

Grupo portatil para la transferencia de gasoil, equipado con electro-
bomba a batería con motor de 12 V o 24 V de corriente continua. 
Gracias a su tamaño compacto, su confiabilidad y facilidad de uso, 
encuentra uso en todos aquellos casos en los que es necesaria la 
erogación o la transferencia de gasoil en 
condiciones de seguridad y cuando hay 
disponible sólo una alimentación eléctrica 
a batería. 
Las áreas típicas de uso de este kit de tran-
sferencia son el suministro de máquinas de 
construcción, la náutica, la agricultura y la 
jardinería.

•	 Alimentación: 12 V o 24 V dc. 
•	 Absorciones: 22 AMp a 12 V dc – 11 Amp a 24 V dc. 
•	 Capacidad: 38 L/min
•	 Capacidad de aspiración hasta 1,5 metros de altura. 
•	 Ciclo de trabajo: 30 min. 
•	 Temperatura de trabajo: -20° C / +60° C.

PRESTACIONES

ITR P/N DESCRIPTION 

ITRBOXBASIC DIESEL TRANSFER UNIT BASIC 12 V - MANUAL NOZZLE

ITRBOXBASIC24V DIESEL TRANSFER UNIT BASIC 24 V - MANUAL NOZZLE

ITRBOXBASICM DIESEL TRANSFER UNIT BASIC 12 V - MANUAL NOZZLE - DIGITAL METER

ITRBOXBASIC24VM DIESEL TRANSFER UNIT BASIC 24 V - MANUAL NOZZLE - DIGITAL METER

ITRBOXPRO DIESEL TRANSFER PRO 12 V - MAN.NOZZLE - DIG. METER - FILTRATION SYSTEM

ITRBOXPRO24V DIESEL TRANSFER PRO 24 V - MAN.NOZZLE - DIG. METER - FILTRATION SYSTEM

ITRBOXOIL 12 V OIL TRANSFER UNIT BASIC

ITRBOXOIL24V 24 V OIL TRANSFER UNIT BASIC

CARACTERÍSTICAS
PRINCIPALES



ITR P/N DESCRIPTION COLOR DIMENSIONS
(MM)

WEIGHT 
(KG) NOTE

UEMC55G1M POLYET. TANK - CAP. 55 LITRES - DIESEL RED (L)460*(W)360*(H)900 8 ROTARY HAND PUMP - MANUAL NOZZLE - HOSE 3M

UEMC55GA101 POLYET. TANK - CAP.  55 LITRES - DIESEL RED (L)460*(W)360*(H)900 8 BATTERY PUMP 12V - MANUAL NOZZLE - HOSE 3M

UEMC55GA102 POLYET. TANK - CAP.  55 LITRES - DIESEL RED (L)460*(W)360*(H)900 8 BATTERY PUMP 24V - MANUAL NOZZLE - HOSE 3M

UEMC55GAZ02 POLYET. TANK - CAP.  55 LITRES - DIESEL RED (L)460*(W)360*(H)900 8 BATTERY PUMP 24V - AUTOMATIC NOZZLE - HOSE 3M

UEMC55GZ102 POLYET. TANK - CAP.  55 LITRES - DIESEL RED (L)460*(W)360*(H)900 8 BATTERY PUMP 12V - AUTOMATIC NOZZLE - HOSE 3M

UEMC55B1AT50 POLYET. TANK - CAP. 55 LITRES - GASOLINE GREEN (L)460*(W)360*(H)900 9 BATTERY PUMP 12V (ATEX) - MANUAL NOZZLE - HOSE 3M

UEMC55B1M POLYET. TANK - CAP.  55 LITRES - GASOLINE GREEN (L)460*(W)360*(H)900 9 ROTARY HAND PUMP - MANUAL NOZZLE - HOSE 3M

UEMC55B2AT50 POLYET. TANK - CAP.  55 LITRES - GASOLINE GREEN (L)460*(W)360*(H)900 9 BATTERY PUMP 12V (ATEX) - AUTOMATIC NOZZLE (ATEX) - HOSE 3M

UEMC55BATM POLYET. TANK - CAP.  55 LITRES - GASOLINE GREEN (L)460*(W)360*(H)900 9 PISTON HAND PUMP (ATEX) - MANUAL NOZZLE - HOSE 3M

UEMC110G1M POLYET. TANK - CAP.  110 LITRES - DIESEL RED (L)460*(W)440*(H)1100 12 ROTARY HAND PUMP - MANUAL NOZZLE - HOSE 3M - NO ADR

UEMC110GA101 POLYET. TANK - CAP.  110 LITRES - DIESEL RED (L)460*(W)440*(H)1100 12 PUMP 12V - MANUAL NOZZLE - HOSE 3M - NO ADR

UEMC110GA102 POLYET. TANK - CAP.  110 LITRES - DIESEL RED (L)460*(W)440*(H)1100 12 PUMP 24V - MANUAL NOZZLE - HOSE 3M - NO ADR

UEMC110GZ101 POLYET. TANK - CAP.  110 LITRES - DIESEL RED (L)460*(W)440*(H)1100 12 PUMP 12V - AUTOMATIC NOZZLE - HOSE 3M - NO ADR

UEMC110GZ102 POLYET. TANK - CAP.  110 LITRES - DIESEL RED (L)460*(W)440*(H)1100 12 PUMP 24V - AUTOMATIC NOZZLE - HOSE 3M - NO ADR

UEMC110B1AT1 POLYET. TANK - CAP.  110 LITRES - GASOLINE GREEN (L)460*(W)440*(H)1100 13 PUMP (EX50) 12V (ATEX) - MANUAL NOZZLE - ANTISTATIC HOSE 3M - 4M CABLE AND CLAMP - NO ADR

UEMC110B1AT1ADR POLYET. TANK - CAP.  110 LITRES - GASOLINE GREEN (L)460*(W)440*(H)1100 13 PUMP (EX50) 12V (ATEX) - MANUAL NOZZLE - ANTISTATIC HOSE 3M - 4M CABLE AND CLAMP - ADR

UEMC110B1M POLYET. TANK - CAP.  110 LITRES - GASOLINE GREEN (L)460*(W)440*(H)1100 13 ROTARY HAND PUMP - MANUAL NOZZLE - HOSE 3M - NO ADR

UEMC110B1MADR POLYET. TANK - CAP.  110 LITRES - GASOLINE GREEN (L)460*(W)440*(H)1100 13 ROTARY HAND PUMP - MANUAL NOZZLE - HOSE 3M - ADR

UEMC110B2AT1 POLYET. TANK - CAP.  110 LITRES - GASOLINE GREEN (L)460*(W)440*(H)1100 13 PUMP (EX50) 12V - AUTOM. NOZZLE (ATEX) - ANTISTATIC HOSE 3M - 4M CABLE AND CLAMP - NO ADR

UEMC110B2AT1ADR POLYET. TANK - CAP.  110 LITRES - GASOLINE GREEN (L)460*(W)440*(H)1100 13 PUMP (EX50) 12V - AUTOM. NOZZLE (ATEX) - ANTISTATIC HOSE 3M - 4M CABLE AND CLAMP - ADR

UEMC110BAT POLYET. TANK - CAP.  110 LITRES - GASOLINE GREEN (L)460*(W)440*(H)1100 13 MANUAL PISTON PUMP (ATEX) - MANUAL NOZZLE - ANTIST. HOSE 3M - 4M CABLE AND CLAMP - NO ADR

UEMC110BATADR POLYET. TANK - CAP.  110 LITRES - GASOLINE GREEN (L)460*(W)440*(H)1100 13 MANUAL PISTON PUMP (ATEX) - MANUAL NOZZLE - ANTIST. HOSE 3M - 4M CABLE AND CLAMP - ADR

UCT220M24R0104 POLYET. TANK - CAP.  220 LITRES - DIESEL RED (L)910*(W)600*(H)620 24  PUMP 12V - AUTOMATIC NOZZLE - HOSE 4M - DIGITAL METER

UCT220M24R0204 POLYET. TANK - CAP.  220 LITRES - DIESEL RED (L)910*(W)600*(H)620 24  PUMP 24V - AUTOMATIC NOZZLE - HOSE 4M - DIGITAL METER

UCT220R0104 POLYET. TANK - CAP.  220 LITRES - DIESEL RED (L)910*(W)600*(H)620 24 PUMP 12V - AUTOMATIC NOZZLE - HOSE 4M

UCT220R0204 POLYET. TANK - CAP.  220 LITRES - DIESEL RED (L)910*(W)600*(H)620 24 PUMP 24V - AUTOMATIC NOZZLE - HOSE 4M

UCT220B POLYET. TANK - CAP.  220 LITRES - GASOLINE GREEN (L)910*(W)600*(H)620 24 PUMP ATEX 12V - AUTOMATIC NOZZLE - HOSE 4M

UCT220BM POLYET. TANK - CAP.  220 LITRES - GASOLINE GREEN (L)910*(W)600*(H)620 24 PUMP ATEX MANUAL - AUTOMATIC NOZZLE - HOSE 4M

UCT440M24RG0104 POLYET. TANK - CAP.  440 LITRES - DIESEL RED (L)1200*(W)800*(H)785 52 BATTERY PUMP 12V - HOSE 4M - AUTOMATIC NOZZLE - DIGITAL METER

UCT440M24RG0204 POLYET. TANK - CAP.  440 LITRES - DIESEL RED (L)1200*(W)800*(H)785 52 BATTERY PUMP 24V - HOSE 4M - AUTOMATIC NOZZLE - DIGITAL METER

UCT440RG0104 POLYET. TANK - CAP.  440 LITRES - DIESEL RED (L)1200*(W)800*(H)785 52 BATTERY PUMP 12V - AUTOMATIC NOZZLE - HOSE 4M

UCT440RG0204 POLYET. TANK - CAP.  440 LITRES - DIESEL RED (L)1200*(W)800*(H)785 52 BATTERY PUMP 24V - AUTOMATIC NOZZLE - HOSE 4M

UHT980Z101 POLYET. TANK - CAP.  980 LITRES - DIESEL RED (L)1830*(W)995*(H)1000 113 PUMP 12V - AUTOMATIC NOZZLE - HOSE 5M

UHT980Z102 POLYET. TANK - CAP.  980 LITRES - DIESEL RED (L)1830*(W)995*(H)1000 113 PUMP 24V - AUTOMATIC NOZZLE - HOSE 5M

UHT980Z1M01 POLYET. TANK - CAP.  980 LITRES - DIESEL RED (L)1830*(W)995*(H)1000 113 PUMP 12V - AUTOMATIC NOZZLE - MECHANICAL METER - HOSE 5M

UHT980Z1M02 POLYET. TANK - CAP.  980 LITRES - DIESEL RED (L)1830*(W)995*(H)1000 113 PUMP 24V - AUTOMATIC NOZZLE - MECHANICAL METER - HOSE 5M

UHT980Z1M2401 POLYET. TANK - CAP.  980 LITRES - DIESEL RED (L)1830*(W)995*(H)1000 113 PUMP 12V - AUTOMATIC NOZZLE - DIGITAL METER - HOSE 5M

UHT980Z1M2402 POLYET. TANK - CAP.  980 LITRES - DIESEL RED (L)1830*(W)995*(H)1000 113 PUMP 24V - AUTOMATIC NOZZLE - DIGITAL METER - HOSE 5M

UHT980Z201 POLYET. TANK - CAP.  980 LITRES - DIESEL RED (L)1830*(W)995*(H)1000 113 DPUMP 12V - AUTOMATIC NOZZLE - HOSE 5M

UHT980Z202 POLYET. TANK - CAP.  980 LITRES - DIESEL RED (L)1830*(W)995*(H)1000 113 DPUMP 24V - AUTOMATIC NOZZLE - HOSE 5M

UHT980Z2M01 POLYET. TANK - CAP.  980 LITRES - DIESEL RED (L)1830*(W)995*(H)1000 113 DPUMP 12V - AUTOMATIC NOZZLE - MECHANICAL METER - HOSE 5M

UHT980Z2M02 POLYET. TANK - CAP.  980 LITRES - DIESEL RED (L)1830*(W)995*(H)1000 113 DPUMP 24V - AUTOMATIC NOZZLE - MECHANICAL METER - HOSE 5M

UHT980Z2M2401 POLYET. TANK - CAP.  980 LITRES - DIESEL RED (L)1830*(W)995*(H)1000 113 DPUMP 12V - AUTOMATIC NOZZLE - DIGITAL METER - HOSE 5M

UHT980Z2M2402 POLYET. TANK - CAP.  980 LITRES - DIESEL RED (L)1830*(W)995*(H)1000 113 DPUMP 24V - AUTOMATIC NOZZLE - DIGITAL METER - HOSE 5M

TANKS / TANQUES


